


 

09 Grounding Connection The system modules has 3 grounding points 
as follows. Any one of these grounding points 
can be used for grounding connection.

10 PV Connector Assembly and Connection

Grounding 
Cable
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08 Anti-Toppling Brackets Installation(Optional)

42~62 mm
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Please refer to the following steps if there is anti-toppling installation:
Please put aside 42mm to 
62mm between base and wall.
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Mark the 
central point

D: 60 mm
�': 12 mm M8 

Expansion bolt

8 mm
Flat gasket

Spring
washer M8 Nut

UnscrewedUnscrewed

Unscrewed
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Positive terminal

Negative terminal
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2.5-6 mm2

Don’t crimp
 this part!

Crimping plier to cable ends

 2.6~2.9 Nm

Positive

Negative
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Check open-circuit 
voltage is less than power 
controller input limit 
1000V.

Click

12 CT Connection

 

1 2Insert the  tool (U)
into the hole of the 
cable gland to 
remove the 
terminal plug.

Swivel nut

Cable gland

Terminal plug

Loose the screws in the 
terminal plug with the 
L-shaped screwdrive�S��

LN

PE

Plug the wires to the 
terminal plug according to 
the labels on the plug and 
tighten the screws in the 
terminal plug with the 
L-shaped screwdriver.

4 5

NOTE: The color of the cable 
�H�T�W�J�X���N�S���Y�M�J���³�L�Z�W�J���N�X���K�T�W���W�J�K�J�W�J�S�H�J��
only, and cables or cable cores 
selected must meet local 
standards. See Section 5.2 
Preparing Cables in user 
manual to check cable size.

10 mm

85 mm

L

N

PE87 mm �����
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AC Grid 

BACK-UP 

Click

5 Note: For CT, S1:White
                        S2:Black
S1 connected to PIN4_CT+  
S2 connected to PIN5_CT-
CT towards to inverter 

12

Pin

Pin 2

Pin 3

Pin 4

Pin 5

Pin 6

Pin 7

Pin 8

Pin 9

Pin 12

Pin 13

Pin 14

Pin 15

RJ45-2

RJ45-2

�)�J�³�S�N�Y�N�T�S

CT+

CT-

EPO+

EPO-

SHARE_I_R

SHARE_I_S

SHARE_I_T

GNDS

DRM0

GNDS

METER B_RX

METER B_TX

LINK0

LINK1

Description
Emergency stop button signal, 
short-circuited via external 
switch, for manual quick stop 

For communication 
connection to CT 

For parallel connection

For AS4777 standard 
(Only DRM0 is available)

For parallel connection

For parallel connection

For communication 
connection to meter (1P/3P) 

Click

• How to connect CT only to the Multi-function terminal (without a Meter)

CT S1                       COM_PIN4_CT+

CT S2                       COM_PIN5_CT-

• How to connect Meter to the Multi-function terminal (CT need to connect to the Meter)

CT S2: Black Cable

CT S1: White Cable
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13 Communication Connector Assembly and Connection
1 2

Rubber plug

 

CT S2: Black Cable

CT S1: White Cable
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CT S1                                  METER 1
CT S2                                  METER 2

METER 9 B-                        COM PIN12

METER 10 A+                      COM PIN13

L
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PE

Grid
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15 Download App and Create Plant

2 9

19

1

Notice:���5�Q�J�F�X�J���9�Z�W�S���T�S���Y�M�J���G�F�Y�Y�J�W�^���G�W�J�F�P�J�W���³�W�X�Y���G�J�K�T�W�J��
switching on the grid.

2
Turn on the AC switch between FH3X and grid.

ONOFF

3

(Optional) Turn on the DC switch between the 
FH3X and the PV string if there is any.

4

Observe the LEDs to check the system status.
The detailed description of LED can be found in 
Section 6.3 in user manual.

5

OFF ON

 

PylontechPro 

Then please login with the distributed account and password.

1 Please search PylontechPro (for distributors/installers) in the APP Store or GooglePlay to download it. 

2 �&�K�Y�J�W���Y�M�J���³�W�X�Y���U�T�\�J�W���Z�U�����Y�M�J���S�J�Y�\�T�W�P���T�K���Y�M�J���I�J�[�N�H�J���S�J�J�I�X���Y�T���G�J���H�T�S�³�L�Z�W�J�I���N�S���Y�M�J���Q�T�H�F�Q���H�T�S�³�L��
Then create the plant in the APP or website( https://ress.pyloncloud.com ).

3 For newly installed device, only operating switch on, the system will start self-testing, then works 
normally.

4 For customer, they need to download Pylontech APP, then register an account by themselves. 

After logging in, please scan the device SN, the plant will be bound to their account automatically.
 

Pylontech 

For more details of using the APP, please refer to the APP manual. 

14 System Turning On

L

PE
GRID

1 Insert the following 
tool into the hole 
of the cable gland and 
remove the terminal 
plug.

4

NOTE: The color of the cable cores in the 
�³�L�Z�W�J���N�X���K�T�W���W�J�K�J�W�J�S�H�J���T�S�Q�^�����F�S�I���H�F�G�Q�J�X���T�W��
cable cores selected must meet local 
standards. See Section 5.2 Preparing 
Cables in user manual to check cable size.

10 mm

20-30 mm

L

N

PE

LN

PE

Plug the wires to the terminal 
plug according to the labels on 
the plug and tighten the screws 
in the terminal plug with the 
L-shaped screwdriver.

3

Swivel nut Cable gland
Terminal 
plug

Click

5 6

Click

 

2 Loose the screws in the 
terminal plug with the 
L-shaped screwdrive�S��

11 AC Connector Assembly and Connection
Type A

Type B

G

K

L

L/I-Type A

L/I-Type B

U

H

Wire stripping

7.5±0.5
55.0±2

(8.00)

Connecting to 1-10 holes

7.5±0.5
33±2

(8.00)

Connecting to 11-20 holes


